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Research shows 

insulation is NOT 

acceptable for use with 

ACM/MCM cladding 

 

Proceed 

With  

MCM Spec 

 

Research shows 

insulation is acceptable 

for use with 

ACM/MCM cladding 

http://www.metaldesignsystems.com

/support/nfpa-285/ 

#2  

Foam Plastic 

Polyiso (PIR), EPS, XPS 

RPU, etc.  

PE Core will not meet NFPA 285 requirements 

FR Core must be used with foam plastic at 

ANY height above grade.  

Check Insulation 

Thickness! 

 

 

Specify  

ACM / MCM  

Manufacturer & 

Fabricator that can prove 

NFPA 285 compliance 

with product & thickness 

specified  

Change Insulation 

thickness, product or 

Manufacturer  

Identify Building Construction Type 

 

#1  

 Mineral Fiber 

FR Core acceptable at 

any height 

PE Core below 40’ 

(some exceptions may apply 

up to 75’) 

Guidelines for Designing Exterior Wall Assemblies with 

ACM / MCM Cladding and Exterior insulation 

1. Review Conditions of use  

2. Review Max Thickness 

3. Review NFPA 285 

complying wall assemblies 

and acceptable ACM / 

MCM exterior wall covering 

4. Search Special Detail 

Requirements 

Tested  

Non-Combustible 

Tested Combustible 

IF Type V, Proceed.  No NFPA 285 compliance required 

Seek NFPA 285 Compliant 

Assemblies 

IF Type I, II, III, IV 

Research manufacturer’s literature for Engineering Evaluation Reports.  

Research code compliance evaluation services such as: 

1. https://icc-es.org/evaluation-report-program/reports-directory/ 

2. https://bpdirectory.intertek.com/pages/DLP_Search.aspx 

3. http://www.drjcertification.org/code-compliance 

4. https://productiq.ulprospector.com/en/search 

5. https://iq.ulprospector.com/en (free account login required) 

 

Design Wall 

Assembly 

according to the 

conditions of use 

Foam plastic in 

the exterior wall 

assembly triggers  

NFPA 285 

compliance 

Identify what is specified for Insulation: 

See Division 7 Specs for Insulation 

http://www.metaldesignsystems.com/

support/nfpa-285/ 


